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Certificate of Compliance 
Certificate: 70122393 Master Contract: 268761 (268761) 

Project: 70187735 Date Issued: 2018-07-18 

Issued to: PrestiVac Inc. 

4499 Boul. Des Grandes-Prairies 

St. Leonard, Quebec H1R 1A5 

CANADA 

Attention: Frank Mambro 

The products listed below are eligible to bear the CSA Mark shown 

 with adjacent indicators 'C' and 'US' for Canada and US or with adjacent 

indicator 'US' for US only or without either indicator for Canada only.    

     

Issued by: 
Joseph Da Silva 

Joseph Da Silva 

 

PRODUCTS 

CLASS - C161801 - CLEANING MACHINES-For Hazardous Locations 

CLASS - C161881 - CLEANING MACHINES-For Hazardous Locations - Certified to US Standards 

 

Class I, Gp. D; Cl. II, Gps. E, F and G; Temp. Code T3C: 

 

Dry Vacuum Cleaner, Model EX 1-xx HEPA (Drum Type), cord-connected, grounded, rated 120V, 60Hz, 10A, 

1000W intended for Commercial, Indoor use only in Hazardous location.  

 

Cl. II, Div. 2, Gps. F and G: 

 

Dry Vacuum Cleaner, models EV1-1 EX HEPA (canister type) and  EV1–xx EX HEPA (Drum Type) cord-

connected, grounded, rated 120V, 60Hz, 8A, 1020W  and model EV2–xx EX HEPA (Drum Type) cord-

connected, grounded, rated 120V, 60Hz, 16A, 2040W intended for Commercial, Indoor use only in Hazardous 

location. 

 

Notes: 

1. Suffixes denote tank sizes which do not have any impact on Hazardous location ratings. 

2. Attachment plug shall be installed by end user that is certified and suitably rated for the hazardous location that 

the vacuum is installed in. 
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APPLICABLE REQUIREMENTS 

 

CSA C22.2 No. 25 – 1966 - Enclosures for Use in Class II, Groups E, F and G Hazardous 

Locations 

CSA C22.2 No. 30 – M1986 - Explosion-proof Enclosures for use in Class I Hazardous 

Locations 

CSA C22.2 No. 213 -17 - Nonincendive Electrical Equipment for use in Class I and II, 

Division 2 and Class III, Divisions 1 and 2 Hazardous 

(Classified) Locations 

CSA C22.2 No. 243-15 - Vacuum Cleaners, Blower Cleaners and Household Floor 

Finishing Machines 

UL 1203 (5th Edition) - Explosion-proof and Dust-Ignition-Proof Electrical Equipment 

for use in Hazardous (Classified) Locations 

ANSI/UL STD. 1017(9th Edition) - Vacuum Cleaners, Blower Cleaners and Household Floor 

Finishing Machines 

ANSI/ISA – 12.12.01 -2015  - Nonincendive Electrical Equipment for use in Class I and II, 

Division 2 and Class III, Divisions 1 and 2 Hazardous 

(Classified) Locations 
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Supplement to Certificate of Compliance 

Certificate: 70187735 Master Contract: 268761 (268761) 

The products listed, including the latest revision described below, 

are eligible to be marked in accordance with the referenced Certificate. 

Product Certification History 

Project Date Description 

70122393 2017-10-05 Original Certification: Model Certification series EX vacuums for use in 

Hazardous Locations 

70187735 0000-00-00 CSA certification of dry Vacuum Cleaner EV1-1 EX HEPA and  EV1–xx 

EX HEPA and  EV2–xx EX HEPA 

 
 

 


