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05.14.19 Added iKey isolation bar ed Pepperl & Fuchs barrier CW

Non Hazardous (Unclassified) Location

roups F, G

PS2 Keyboard

Hazardons N ! " ” Non-Hazardous
Location : iKey 5 Location
i 5 3 .
Equipment V) : Equipment
PS2 Mouse [
|
Hazardous N | 2 2 Non-Hazardous
Location : 7 iKey 5 Location
Mounted : 3PS2-IS-BARRIER 1 Mounted
i f 5 3 .
Equipment Y . Equipment
|
|
|
[
Application Notes e e : .
1. Supply, Clock, and Data leads to be wired through iKey PS2-IS-BARRIER as shown above. SpeCIflcatlonS' Hazardous Location Devices
2. PS2-IS-BARRIER to be powered by host PC. DT-2000-FSR-NI: Nonincendive
3. Reference connection to ISA standard RP 12.06.01. ;
4. |Installation shall be in accordance with the NEC, Article 504, ANSI/NFPA 70 Class I’ Div 2 Gps A’B’C’D
Class ILIII, Div 2 Gps F,G
PM-2000-FSR-NI: Nonincendive
Class I, Div 2 Gps A,B,C,D
Cable Parameters Class Il I, Div 2 Gps F,G
iKey PS2-IS-BARRIER Intrinsic Safety Barrier Specifications
Groups C, E, F, G Groups D iKey PS2-1S-BARRIER
Max Cable Capacitance| 109 UF | 960uF
Max Cable Inductance ‘ 228 uH ‘ 456 uH
No revision to drawing
w/o prior FM approval
y ® iKey, LTD enoeys. |Part Number: DT-2000-FSR-NI and PM-2000-FSR-NI Drawing Number: HLO071 Sheet: 1 OF 1
rr . . "
Y IKey o T rarse 0 e s | Drawing Title: HLOO71 DT_PM-2000-FSR-NI Control Drawing  |Revision: 2.0 Date: 05.14.19 cw




	Sheets and Views
	HL0071 DT_PM-2000-FSR-NI Control Drawing (2.0)-Layout1


