4

HSES

t7tA AR

A ZEO|L REY 1AL FEC= Qg Meh2RE AAUXE ES517| 250
7tA MIAMLE HHE{Z] wA| glo] 217t A& SESH= BAIXQ! 7tA HX|7|JL(CE
CEFE
o X AY X AY o HIHA
® Event log (30EA) o M33lst HR
o HHER FX[EL7t 2 ER o =MA
0217} gz xi= o mi4 2 MEE X2IAIY
® SGT-IR Link & St £+2 2tZ4% & Hlolg 22| ® it
® Docking StationS S5t ZHHSH 2 mH ® M2, SLIAL
O ALS 7|Z7HS HotE 4= U= Hibernation(ST) 2= _SM @S UmZ7t Xtk
A(0,) = FM|2 eER HE D
A Calibration Cap
Model SGT-P
Measuring gas 0, CO SO, H, H,S NH,
Measuring range 0~30% Vol 0~500ppm 0~20ppm 0~1000ppm 0~100ppm 0~100ppm

Sensor
Measuring method
Display
Alarm dB
Alarm LED
Alarm Vibration

Battery

Operation Tem. & Hum.
Case
Option
Size & Weight
Operating Life
Event Log
Approval

SENKO Co., Ltd.

17|84l (Electrochemical)
EHAA|(Diffusion type)
LCD display
90dB xx dB at 10 cm
HMFlashing LEDs(Light-Emitting Diode)
s o2
Manufacture: Vitzrocell/ P/N: SB-AA02(P) / System: Lithium Primary Battery
Nominal voltage: 3.6V / Nominal capacity: 1.2Ah
-20°C ~ +50%C, : 5% ~ 95% RH (non-condensing)
TEIHEPCAHO|A
QA3 ME2IHI(SP-Pump101), SGT-IR Link, Docking Station
371:54mm(W) x 91mm(H) x 32mm(D) 2 :93g((HHE{2|Z 3, clip &)
24 months, based on 2 minutes of alarm per day
last 30 events (£|2 302712 YH|O|E} XIZ)
Ex ia IIC T4 Ga/ IP67 (KTL, IECEx, CSA(on going), ATEX(on going))

A Docklng Station A SP—Pump101

A SGT—IR LINK



